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TRUSTED AND PROVEN BRANDS : 
BERTI  //  CELLI  //  STANHAY  //  FARMGARD   
RZ RANGE  //  FIONA  //  REMAC  //  PERUZZO   
BONDIOLI & PAVESI  //  GRAINSTOR

DISCS ø 
(inches)

SPACING 
(inches)

NUMBER OF 
DISCS

NUMBER 
OF BEARINGS

WORKING 
WIDTH

(metres)

WEIGHT 
(kg)

660 X 6

CIN 66/23 26
26
26
26

9
9
9
9

26
28
32
36

8
8
8
8

2.90
3.10
3.55
4.00

2960
3280
3440
3600

CIN 66/26 26
26
26
26

10
10
10
10

24
26
28
32

8
8
8
8

2.95
3.20
3.50
4.00

2980
3150
3320
3490

CIN 66/28 26
26
26
26

11
11
11
11

22
24
26
28

8
8
8
8

3.05
3.30
3.60
3.90

2890
3050
3230
3410

CIN



SPECIFICATIONS

TRANSPORT WIDTH 
2.50M

FORE AND AFT WEIGHT 
DISTRIBUTION CONTROL 
COMPLETE WITH SHOCK 
ABSORBER

HEAVY DUTY GANG BEAMS
150MM x 100MM x 8MM

ROBUST DRAWBAR WITH 
3 HEIGHT POSITIONS

HIGH RESISTANT SILICON 
MANGANESE STEEL AXLES

DOUBLE 
TAPER 
ROLLER 
BEARINGS

LARGE PIVOT POINTS FOR 
GANG TO SWING ON WHEN 
FOLDING FOR TRANSPORT

Adjustment of the traction points (3 
positions). Parallel lift bar with load 
transfer on the hitch ring. Levelling 
adjustment with shock absorber.

DRAWBAR 

BEARING/SHAFTS 
Bearings with triple sealed double tapered 
rollers and steel sheath. 40mm square 
section shaft in silicon manganese steel. 
The very fine thread at each end allows 
a precise and efficient tightening of disc 
gangs.

WHEELS 
The 2 wheels have an inner tube and 
reinforced rims equipped with value 
protectors.

THE SYNCHRONIC SYSTEM

1.
A cylinder assocaited to linkage bars 
fixed on the middle frame provide the 
synchronized adjustment of the 2 disc 
gangs working angle.

2.
On the rear disc gang, an adjustable arm, 
allows an easy modification of the rear 
working angle related to the front gang. 

3.
The graduated visual indicator shows the 
angle of the 2 gangs.

4.
The 4 folding cylinders operate the 
manoeuve of changing the working/
transport position. Only 1 set of hydraulic 
remotes required.

5.
The middle frames allow the 4 gangs to be 
perfectly aligned, in the working position or 
during transport by being in line with the 
forward movement.
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OPTIONAL EQUIPMENT

4
5

5
4

4

n Discs Ø 660 x 6mm lobed and Ø 660 x 

	 7 or 8mm

n Bearing protectors 

n Extra-bearings spacing 230, 260 and 		

	 280mm

n Wheels with 11.5/80 x 15.3 14 ply tyres 

	 or with 400/60 x 15.3 14 ply tyres

n Swivel hitch ring

n Hydraulic brakes 

n Cover up disc Ø 450 or Ø 510mm 

n Deflector disc Ø 450 or Ø 510mm

n Fixed rear hitch 

n Articulated and height adjustable rear hitch 

n Hydraulic levelling adjustment 

n Road lights 

n Suspension by hydraulic accumulator

n Main Frame 150 x 100 x 8mm
n Transport Carriage operated by a double 	
	 acting cylinder 
n Wheel Axle 60mm square section, 6 bolts
n 2 Wheels with 11.5/80 x 15.3 10 ply tyres 
n Fixed Hitch Ring 
n High resistant silicon manganese steel axles 
n Disc Gangs 150 x 100 x 8mm 
n Discs in very high resistance boron steel Ø 	
	 610 x 6mm and Ø 660 x 6mm 
n Spacings 230, 260 and 280mm
n Safety hydraulic lock for transport and work 
n Transport width less than 2.50m

3
5

REAR ROLLER 
OPTION

REAR COMB HARROW 
OPTION

FARMGARD RZ SERIES OFFSET DISCS C/W LATERAL HYDRAULIC FOLD - CIN

The CIN model has been designed for larger farmers and contractors with large areas to 
cultivate.

The CIN discs are offset and fully trailed with a double acting lift ram and cursor for 
depth control. Available in widths up to 4m, all hydraulically folding to 2.5m for safe 
transport and great manoeuvrability make the CIN models very popular. Blade weights 
up to 125kg per disc make the CIN models ideal for primary cultivation, crop residue 
incorporation, seedbed preparation and general cultivation.

Rear roller and harrow options available to enhance the finishing ability of the CIN 
models.


